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Abstract 

The oxidation behavior of Fe-40Al-lHf, Fe-40A Hf-0.4B, and Fe-40A1- 
O.1Zr-0.4B (at %) alloys was characterized-after goo", lOOO", and 1100 "C 
exposures. Isothermal tests revealed parabolic kinetics after a period of 
transitional %alumina scale growth. The parabolic growth rates for the 
subsequent a-alumina scales were about five times higher than those for 
NiAl+O.lZr alloys. The isothermally grown scales showed a propensity 
toward massive scale spallation due to both extensive rumpling from growth 
stresses and to an inner layer of Hf02. Cyclic oxidation for 200 1-hr 
cycles produced little degradation at 900 or 1000 "C, but caused signifi- 
cant spallation at 1100 "C in the form of small segments of the outer 
scale. The major difference in the cyclic oxidation of the three FeAl 
alloys was increased initial spallation for FeAl+Zr,B. Although these 
FeAl a1 loys showed many similari ties to NiAl a1 loys, they were general l y  
less oxidation resistant. 
mal levels of dopants and larger thermal expansion mismatch stresses. 

It is believed that this resulted from nonopti- 



Introduction 

Fe-40Al (at 7' unless otherwise noted) is an intermetallic compound 
currently being considered as a matrix for high temperature fiber rein- 
forced composites. Its primary advantages over other intermetallics are 
high ductility (1 to 5 percent) and low cost. It maintains a yield 
strength of about 500 MPa up to 500 "C, decreasing to 60 MPa at 827 "C (1). 
It has a relatively low melting point (1340 " C )  and high coefficient of 
thermal expansion (21 x ~ O - ~ / " C )  compared to NiAl (1650 "C and 16x10-6/"C) 
This material will thus be competitive only at temperatures below 1000 "C, 
especially when used in conjunction with low expansion fibers, such as 
A1203 (9.5~10-~/"C). 

of their ability to form protective alumina scales. 
amount of aluminum is required to insure this. Hagel found exclusive 
a-Al2O3 scales after 10 hr oxidation o f  Fe-22A1 (12 wt %) above 1000 "C 
(2). However another study found that 30 at % aluminum was required to 
produce slow growth kinetics indicative of alumina scales at goo", lOOO", 
and 1100 "C (3). Based on this data, Fe-40A1 is also expected to be an 
alumina former. Hagel also found that a transition occurred from y-Al2O3 
to a-Al203 
oxidation kinetics. 

Aluminides are generally considered to be oxidation resistant because 
However some minimum 

between 900" and 1050 "C, accompanied by a substantial drop in 

Cyclic oxidation screening studies were performed on a number of 
Fe-40A1-5X and Fe-45A1-5X alloys at 1200 "C, where X = Ti, Cr, Co, Ni, Zr, 
Nb, Mo, Ta, W ,  or Re. (unpublished data of C.A. Barrett, R.H. Titran, NASA 
Lewi s ,  1985). Acceptable performance nearly equal to the una1 loyed binary 
compounds (2 to 5 mg/cm2 weight loss after 200 1-hr cycles) was achieved 
for Cr, Re, and Nb additions to Fe-45A1 and for Ni additions to Fe-40Al. 
Marginal performance (10 to 35 mg/cm2 weight loss) was achieved for Ti, Ni, 
and Co additions to Fe-45A1 and for Si additions to Fe-40A1. Very poor 
behavior occurred for Zr, Mo, Ta, and W additions to Fe-45A1. 

The present study follows upon tnis work to some degree in that one of 
the key recommendations was to lower the amount of oxygen-active elements 
usually required for scale adhesion (e.g. Hf or Zr). Thus Hf was added at 
a 1 at % level. Zr was added at a 0.1 at % level because o f  the excellent 
oxidation resistance of NiAl-O.1Zr ( 4 ) .  Both dopants are known getters of 
0 and S and consequently help prevent creep cavitation (5). Boron is well 
known to eliminate low temperature intergranular fracture in Ni3A1 (6). 

Our purpose in this work was to characterize the goo", lOOO", and 
1100 "C isothermal and cyclic oxidation behavior of Fe-40Al-lHf, Fe-40Al- 
1Hf-0.49, and Fe-40Al-O.lZr-0.4B alloys. These three specific alloys were 
chosen only because they are the focus of a parallel program investigating 
the mechanical properties of FeAl composites (7). The kinetic and micro- 
structural observations are compared to NiAl alloys for which a good under- 
standing and strong data base already exists. 

Experimental Procedure 

Alloys were produced by hot extruding vacuum sealed cans of gas ato- 
mized prealloyed powders at 977 "C with an area reduction o f  16:l (7). 
Boron was preblended as an elemental powder and resulted in an 
inhomogeneous distribution. 
1Hf-0.41B and Fe-40Al-O.1Zr-0,419 (at % > .  Major impurities were Ta, Co, 
Cr, Ni, and Mn totalling less than 0.5 percent. 
at 500, 35, and 30 ppmw, respectively. 

Alloy compositions were Fe-40Al-lHf, Fe-40Al- 

0, C, and S were present 
Test specimens were sectioned and 
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machined to 0.65 x 0.65 x 2.5 cm dimensions and polished to a 600 grit fin- 
ish. Isothermal oxidation was performed in a Cahn 1000 microbalance for 
140 hr. Cyclic oxidation was performed for 200 hr with 1-hr heating/ 
20 min cooling cycles. Both exposures were in 1 atm air at goo", lOOO", 
and 1100 "C. Characterization was made by XRD, SEM/EDS, and optical 
metal lography. 

Results and Discussion 

Oxidation Kinetics and Scale Phases 

Parabolic rate constants were estimated from weight change versus 
(time)1/2 plots for the three alloys and temperatures. 
shown in the Arrhenius plot of Fig. 1 .  Relatively high values were 
obtained for the 900 "C runs and are believed to be due to the formation 
of transition aluminas having higher growth rates. The three alloys are 
comparable to the 900 "C data for %A1203 growth rates found for NiAl+Zr 
( 8 ) .  The higher temperature data appears to fall in a band about a factor 
of five above that for all published data for a-Al2O3 growth on NiAl ( 8 ) .  

The results are 
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Figure 1. - Arrhenius plot comparing FeAl and NiAl oxidation kinetics. 
(NiA1 data from ref. 8). 

Table I shows that a-Al203 was the predominant scale phase produced 
by isothermal oxidation. However some peaks consistent with @-A1203 were 
observed, especially at lower temperatures. Correspondence with the two 
curves in Fig. 1 and the transition to a different scale phase is similar 
to the y-a transition reported by Hagel (2). Hf-containing alloys may 
also have had some Fez03 present in solid solution with a-Al203, as the 
measured lattice parameter was slightly enlarged by 0.8 percent. 
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A1 loy 

a, Hf02 
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Isothermal Cyclic 

900 1000 1100 900 1000 1100 

The cyclic oxidation results are shown in Fig. 2. The 900 "C curves 
show moderate weight gains of 0.25 to 0.35 mg/cm2 after 200 hr, with no 
obvious signs of scale spallation (Fig. 2a). Interestingly enough, the 
0.1 percent Zr alloy exhibited higher weight gain compared to the 1 percent 
Hf alloys. This is in contrast to the usual observation of higher weight 
gains for larger amounts of oxygen-active dopants. 
containing alloys show small weight changes (Fig. 2b). However, the 
Zr-doped alloy now shows some weight loss due to spalling which was 
observed visually in the form of an extremely fine dusting. 
1100 "C also produced dusting for all three alloys. 
alloys did not show negative slopes in the weight change curves until well 
past 100 cycles, whereas the Zr-doped alloy lost weight rapidly from the 
very first cycle (Fig. 2c). The scale phases produced by cyclic oxidation 
were primarily a-Al203, plus some Hf02 for the Hf-containing alloys 
(Table I). 

At 1000 "C the Hf- 

Oxidation at 
The Hf-containing 
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Figure 2. - Gravimetric curves for cyclic oxidation of Fe-40A1 alloys for 
200 1-hr cycles: (a) 900 "C, (b) 1000 " C ) ,  (c) 1100 "C. 
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Scale Microstructures 
ORICWAL PAGE IS 
OF POOR QUALITY 

The scale microstructures varied considerably with oxidation treat- 
ment and alloy composition. 
with changes in the scale phase, growth kinetics, and spalling characteris- 
tics. The isothermal structures will be described first. 

In many cases these changes can be correlated 

FeAl+Hf, isothermal. At 900 "C this alloy formed a distinct whisker 
morphology with a distribution of shallow depressions (Fig. 3). Such 
scales have also been observed for 900 " C  oxidation of NiAl+Zr under the 
same conditions (8). 117 both cases the whisker morphology was associated 
with a fast-growing e-p'?ase transition alumina. Oxidation at 1000 "C pro- 
duced spheroidization a7d coarsening of any residual whisker morphology and 
the appearance o f  concave cells (Fig. 4). Further coarsening took place at 
1100 "C, as the cells were flattened and occupied the majority of the sur- 
face (Fig. 5). At the cell boundaries, a hint o f  ridge network can be 
seen, reminiscent of the distinctive networks commonly observed for NiA1. 
Some radial crack-like features are also visible within these cells. 

900 "C, ISOTHERMAL 

e - A I ~ O ~  WHISKER FORMATION 

Figure 3. - %A1203 whiskers and depressions formed on FeAl-Hf (900 "C), 
i sothermal ) . 

1000 "C. 1SOTtlEKMAL 

CELLULAR STRUCTURE 

Figure 4 .  - Cellular depressions and nodules formed on FeAl+Hf (1000 "C, 
isothermal). 
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1100 OC. ISOTHERMAL 
ORIGINAL PAGE IS 
OF POOR QUALITY 

CELLS, RIDGES, AND TRANSFORMATI ON CRACKS 

Figure 5. - Cells, ridge networks, and radial cracks formed on FeAl+Hf 
(1100 "C, isothermal). 

This sequence of microstructures has been described in detail for the 
case of NiAl+Zr, and the resultant ridge network is described schematically 
in Fig. 6. (8,9). At low temperatures and for short times, the scales are 
metastable cubic phases of alumina which eventually transform to a-Al2O3 in 
the form of nucleation cells. This transformation produces a 14 percent 
volume contraction causing radial cracks in the cells. The last portions 
to transform are the regions between cells. These regions are thicker 
because they have experienced considerable outward scale growth, i.e., 
fast cation diffusion both in the metastable cubic alumina phases initially 
present and in the high angle grain boundaries remaining after the trans- 
formation is complete. 

T = 1000 OC - 1200 OC, AIR, 100 HOURS 

OUTER OXIDE 
RIDGE 7 ,- RADIAL 

Zr -R ICH / TRANSFORMATION 
CRACK 

i? 

SPOKE-LIKE 

/ /- 
/' INNER OXIDE RIDGE..\. 
LSUBGRAI N CRACK HEALED BY 

BOUNDARIES POLYCRYSTALLINE 
a-AI 203 

Figure 6. - Schematic section of ridge features from STEM studies of NiAl 
oxidation. (after Doychak, ref. 9). 
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A few small region!; of localized spalling to bare metal occurred for 
the 1100 "C FeAl+Hf specimen. 
voids in the metal, dotted with Hf-rich particles, presumably Hf02. 

900 "C isothermal oxidation of this alloy also 
produced a whisker morphology with a scattering of depressions. At 1000 "C 
the whisker and cellular structure was absent. Instead, a relatively uni- 
form distribution of fine, 0.1 to 2.0 pm nodules decorated the polishing 
marks. This lack o f  wh'isker growth may explain the low kp observed for 
this alloy at 1000 "C (Fig. 1). Oxidation at 1100 "C produced tremendous 
wrinkling, cracking, and spalling of the scale after cooling (Fig. 7). 
The spalled regions, apparent as the bright features in the backscatter 
image, were usually not to bare metal but exposed a layer of hafnium oxide 
as surmised from strong Hf EDS peaks. 
a few Hf-rich particles, as found on the FeAl+Hf alloy. 

These areas revealed smoothed interface 

FeAl+Hf,B, isothermnJ. 

Some of these regions contained just 

FeAI -1Hf -0 .4B;  1100 OC, ISOTHERMAL 

SECONDARY ELECTRON BACKSCATTER 

Figure 7. - Convolutions and interfacial spalling for FeAl+Hf,B (1100 "C, 
isothermal): (a) secondary electron image, (b) Hf02 layer and particles 
in corresponding backscatter image. 
FeAl+Zr,B, isotherm. This a1 loy produced the same whisker morphology 

at 900 "C as did the Hf-doped alloys, along with massive spalling to bare 
metal after cooldown. Spalled regions revealed extensive porosity in the 
metal interfacial layer. A whisker morphology with a high density of con- 
cave depressions (cf. Figs. 3 and 4 ) .  was produced by 1000 "C oxidation. 
These scales spalled as well, and the scale underside contained a high den- 
sity of Zr-rich particles. Complete spallation also took place after oxi- 
dation and cooldown from 1100 "C. These scales, shown in Fig. 8, were 
highly convoluted, as was the case for the other boron-doped alloy 
(Fig. 7 ) .  Zr-rich particles were also noted on the exposed metal surface. 

A summary of the morphological observations is given in Table 11. 
For isothermal exposures, it is seen that the trend with increasing 
temperature is from whiskers to cells to ridges or buckled scales. The 
Zr-doped alloy spalled lextensively at all three temperatures, while the 
Hf,B doped alloy spalled only at 1100 "C. Severe spalling to bare metal 
due to interfacial voidage had also been noted for undoped Ni-40Al after 
isothermal exposures (10). Nevertheless this alloy maintained good cyclic 
oxidation resistance at 1100 "C. Isothermal oxidation also produced spall- 
ing to bare metal for a O.1Zr doped Ni-5OA1 due to interfacial voidage, but 
only above 1300 "C (13). 

?RIGIMAL PAGE 1s 
OF POOR QUALITY 
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SPALLED SCALE, SEVERELY BUCKLED 

900 1000 

Figure 8. - Convolutions in scale detached from FeAl+Zr,B (1100 "C. 
i sothermal 1. 

TABLE 11. - SUMMARY OF SEM STUDIES 

1100 

I sothermal 

Temperature, 'C 

FeAl-1Hf 
FeAl-1Hf-0.46 

FeAl-O.12r-0.46 

I 

Whiskers Cell s Cells, ridges, cracks 
Whiskers Fine nodules Buckling, spalling at 

Whiskers, spalling Cells, whiskers, spalling Buckling. spalling at metal 
at metal, 21-02 particles 

Hf02 layer 

at metal 

FeAl-2Hf Plate1 ets Fine nodules 
FeAl-1Hf-0.46 Whiskers Nodules 
FeAl-O.12r-0.46 Whiskers Fragments, buckling 

FeAl+Hf, cyclic. Cyclic oxidation produced 1 i ttle spa1 lation at 900 "C, 
thus the microstructure was basically the same as that produced by isother- 
mal oxidation (Table 11). The only difference was a few regions of spall- 
ing and more of a platelet than whisker texture. 
flat and featureless compared to the cellular nature of the isothermal case 
in Fig. 4 .  Only some very fine nodules were apparent. At 1100 "C the dif- 
ferences became more noticeable. The scale was extensively damaged by 
cracking and spalling of segments, with fracture occurring primarily within 
the scale (Fig. 9). This damage explains the decidedly downward trend in 
weight change at the end of the cyclic test (Fig. 2 ) .  Backscatter imaging 
revealed stringers of high atomic number precipitates within the alumina 
(Figs. 9 and lo), which were concluded to be Hf02 by EDS and XRD. The for- 
mation of these particles was associated with the oxidation of Hf-rich pre- 
cipitates in the alloy, resulting in a depletion zone near the surface 
(Fig. 11). The precipitates had previously been identified as AlgFegHf 
using TEM (11). 

The 1000 "C sample was 

Fragments, Hf02 in oxide 
Fragments, HfO2 in oxide 
Fine spall fragments 

FeAl+Hf,B, cyclic. This alloy showed cyclic oxidation morphologies 
identical to those just described for FeAl+Hf, that is, whiskers plus plate- 
lets, flat structure, and spall fragments at 900" ,  lOOO", and 1100 " C ,  
respectively. However it appears to have begun spalling earlier than did 
FeAl+Hf (Fig. 2c>, consistent with the rumpling and decohesion found iso- 
thermally (Fig. 7a). I 
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1100 "C, C Y C L I C  

SECONDARY ELECTRON BACKSCATTER 

FRAGMENTED SCALE, H f 02 STR I NGERS W I T H  I N  SCALE 

Figure 9 .  - Spa11 fragments and Hf02 stringers in scale formed on FeAl+Hf 
(1100 "C, cyclic): (a) secondary electron image, (b) backscatter 
electron image of fragment in part a. 

1100 "C. C Y C L I C  

SECONDARY ELECTRON BACKSCATTER 

H f 0 2  STRINGERS I N  EXTERNAL SCALE AND I N  ALLOY 

Figure 10. - Internal and external Hf02 stringers in a cross-section of 
FeAl+Hf (1100 "C, cyclic): (a) secondary electron image, (b) 
corresponding backscatter electron image. 

1100 "C. C Y C L I C  

Figure 1 1 .  - Depletion zone formed by preferrential oxidation of AlgFegHf 
precipitates in the FeAl+Hf alloy (1100 " C ,  cyclic). 
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FeAl+Zr,B, cyclic. Cyclic oxidation at 900 "C produced a whisker mor- 
phology similar to all the other 900 "C specimens and exposures. 
spall areas were noted, but the massive spallation found after isothermal 
exposure of this alloy did not occur after cyclic tests. 
produced a deformed scale where, instead of smooth convolutions, discrete 
ridge fragments formed (Fig. 12). 

At 1100 "C the spall segments were more uniformly distributed and 
were observed as a fine dust. However a quite singular morphology of mac- 
roscopic ridges formed (Fig. 13). These formed an array of parallel lines 
at approximately 45" to the longitudinal axis of the specimen. Since no 
underlying crystallographic or microstructural texture of the alloy existed, 
this phenomenon is not believed to result from any epitaxial growth mechan- 
ism. Rather it appears to be the result of large biaxial thermal expansion 
mismatch stresses between the alloy and scale, whose maximum shear compo- 
nents lie along two 45" directions. Some bidirectionality can also be dis- 
cerned in the microscopic rumpling that occurred after isothermal oxidation 
(Fig. 8a). 

Some 

Cycling to 1000 "C 

1000 "C, CYCLIC 

FRAGMENTED SCALE 

Figure 12. - Fragmented ridges formed on FeAl+Zr,B (1000 "C, cyclic). 

1100 OC, 200 ~ - H R  CYCLES; FeAI+ZrHf 

Figure 13. - Aligned macroscopic ridges formed on FeAl+Zr,B (1100 "C, 
cyclic). 



Cyclic exposure at 1100 "C, like those of the lower temperatures, 
exhibited little spallation to bare metal after 200 1-hr cycles. This is 
in contrast to the massive spalling to bare metal that occurred for 
FeAl+Zr,B after isothermal oxidation at all temperatures. It appears as 
though the interfacial strength has been increased by continued cycling, 
spalling, and fragmentation of the scale. This effect is noted in the 
FeAl+Zr,B weight change curve in Fig. 2c where spallation, more prevalent 
in the beginning of the test, eventually decreased. One explanation is that 
the scales produced by cyclic oxidation are thinner and microcracked. As 
such they are more compliant and less prone to spa11 in massive sheets com- 
pared to the isothermal scales. Secondly, less interface voids are noted 
for cycled samples. Another factor i s  that cycling may self-purge the 
interface of bond-weakening segregants such as sulfur, along the lines sug- 
gested for purging effects on scale adhesion for NiCrAl (11,121. 

Long term oxidation resistance of these three alloys appears to be 
limited to temperatures below 1100 "C. This is in contrast to Ni-SOAl-O.1Zr 
which produced a relatively flat weight change curve, gaining less than 
5 mg/cm2 after 3000 l-hr cycles to 1200 "C (4). The performance of the two 
alloys containing 1 percent Hf can be explained on the basis of excess dop- 
ant, in that excessive Hf02 formation promoted large weight gains, scale 
cracking, and spallation. However, excessive Zr02 formation did not occur 
for the 0.1 percent Zr alloy, and the reason for poor adhesion is not 
apparent. The common spa1 1 fragment and dusting phenomenon observed for 
all three alloys in 1100 "C cyclic tests may just be a result of the large 
thermal expansion mismatch stresses for FeAl alloys in general. 

Summary and Conclusions 

Fe-40A1 alloys doped with lHf, lHf+0.4B, or O.lZr+0.4B were isother- 
mally and cyclicly oxidized at 900", lOOO", and 1100 "C. The isothermal 
kinetics were about a factor of five times those usually observed for pure 
a-Al203 kinetics. Some possible explanations were the presence of trace 
amounts of Fez03 in solution, rumpling of the scales, and growth of Hf02 
inner layers and Zr02 particles. The kinetics appeared to correlate with 
a shift from 8-Al2O3 control to a-Al203 control between 900" and 1000 "C, 
as previously observed for NiAl+Zr and Fe-22A1. Similar morphological 
changes also took place, i.e., whiskers to transformation cells to ridge 
networks, except where severe scale rumpling took place at 1100 "C. The 
Zr-doped alloy spalled extensively to bare metal after isothermal oxidation 
at all three temperatures, not unlike NiAl+O.lZr after 1300 "C oxidation 
(14). 

Cyclic oxidation showed that these alloys would be limited to ternpera- 
tures below 1100 "C for long term exposures. The spalling problem appears 
to have been accelerated by Hf02 formation within the scales and the large 
thermal expansion mismatch between A1203 and FeAl. 
formance of FeAl+Zr,B cannot be explained and may indicate that FeAl alloys 
may be intrinsically less oxidation resistant than similar NiAl alloys. 
The role of boron is not known; it appears to have minimal effects in 
cyclic oxidation, whereas it was associated with rumpled scales in isother- 
mal oxidation. 

The lack of good per- 
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massive scale spallation due to both extensive rumpling from growth stresses and to an inner layer of Hf02. 
Cyclic oxidation for 200 1-hr cycles produced little degradation at 900 or 1000 "C, but caused significant 
spallation at 1100 "C in the form of small segments of the outer scale. The major difference in the cyclic 
oxidation of the three FeAl alloys was increased initial spallation for FeAl + Zr,B. Although these FeAl alloys 
showed many similarities to NiAl alloys, they were generally less oxidation resistant. It is believed that this 
resulted from nonoptimal levels of dopants and larger thermal expansion mismatch stresses. 
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